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PRESS SHOP No. 1 
Homestead^Al*v^j +W A^^jt.Wkfv^.' 
Allegheny County 
Pennsylvania 

Martin Stupich, Photographer, 1989.  An overview history and 
inventory of individual structures on the Homestead site can be 
found in the HABS/HAER collection at the Library of Congress 
under HAER No. PA-2 00.  Measured and interpretive drawings of 
Press Shop No. 1 can also be found in HAER No. PA-200. 

PA-200-K-1 EXTERIOR VIEW OF THE EASTERN SECTION OF PRESS 
SHOP No. 1. 

PA-200-K-2 EXTERIOR VIEW OF THE EASTERN SECTION OF PRESS 
SHOP No. 1 

PA-200-K-3 No. 1 PRESS. 

PA-200-K-4 No. 1 PRESS WITH HISTORIAN AND ESCORT FOR 
SCALE. 

PA-200-K-5 VIEW OF No. 1 PRESS FROM CRANE WAY. 

PA-2 00-K-6 GENERAL CROSS-VIEW OF No 1 PRESS AND PUMPING 
ENGINE. 

PA-200-K-7 FRONT VIEW OF No. 1 PRESS. 

PA-200-K-8 CROSS-VIEW OF No. 1 PRESS. 

PA-2 00-K-9 CLOSE-UP CROSS-VIEW OF No. 1 PRESS. 

PA-200-K-10 SIDE-VIEW OF No. 1 PRESS WITH DIAL IN CENTER 
OF IMAGE. 

PA-200-K-11 CLOSE-UP SIDE-VIEW OF No. 1 PRESS SHOWING 
DETAIL OF DIAL, COLUMNS, AND BALANCE 
CYLINDER. 

PA-200-K-12 OVERHEAD CRANE WITH HYDRAULIC LIFTING 
CYLINDER LOCATED EAST OF No. 1 PRESS. 

PA-200-K-13 TURNING DEVICE SUSPENDED FROM, AND LIFTED BY 
THE OVERHEAD CRANE SYSTEM EAST OF No. 1 
PRESS. 
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PA-200-K-14 CLOSE-UP OF TURNING DEVICE SUSPENDED FROM, 
AND LIFTED BY THE OVERHEAD CRANE SYSTEM EAST 
OF No. 1 PRESS. 

PA-200-K-15 REMAINS OF RECIPROCATING PUMPS ON THE EAST 
SIDE OF No. 1 PRESS. 

PA-200-K-16 VERTICAL PUMPING ENGINE FOR No. 1 PRESS. 
PUMPS ORIGINALLY INSTALLED ON THE WEST SIDE 
OF THE ENGINE WERE SCRAPPED BEFORE PHOTOGRAPH 
WAS TAKEN. 

PA-200-K-17 VERTICAL PUMPING ENGINE FOR No. 1 PRESS. 

PA-200-K-18 DIAGONAL VIEW OF STEAM CYLINDER SUPPORTS FOR 
THE No. 1 PRESS PUMPING ENGINE. 

PA-200-K-19 REMAINS OF FLYWHEEL FOR No. 1 PRESS PUMPING 
ENGINE.  GEARS ON EITHER SIDE OF THE FLYWHEEL 
WERE TURNED INTERMEDIATE GEARS WHICH POWERED 
THE PUMPS. 

PA-20O-K-2O SOUTH STEAM VALVE OF No. 1 PRESS PUMPING 
ENGINE. 

PA-20O-K-21 NORTH STEAM VALVE OF No. 1 PRESS PUMPING 
ENGINE. 

PA-200-K-22 SOUTH STEAM VALVE OF No. 1 PRESS PUMPING 
ENGINE. 


